JAWAHARLAL INSTITUTE OF POST-GRADUATE MEDICAL EDUCATION & RESEARCH
. | "(Institution of National Importance Under Ministry of Health & Family Welfare, Government of India)
Dhanvantari Nagar, Puducherry-605 006

Tele: JIPMER GSTIN: 34AAAJJ0846M 174 Phone: 0413-2272380 t02272389 r
E.mail: purchase@jipmer.edu.in Fax :0413-2272067/66
Website: www jipmer.edu.in : Purchase Section:0413-2296016
PURCHASE SECTION
No. JIP/Pur. 12(Proprietary-ENT)/2025 | Dated:

15 NOV 2005

NOTE

Sub:  Procurement of Sial Endoscopy System — 01 Unit for the Department of ENT, JIPMER

on proprietary basis — Inviting comments thereon.
eoskok kg ok

This Institute intends to purchase a Sial Endoscopy System — 01 Unit for the Department of ENT,
JIPMER, manufactured by M/s. Karl Storz SE & Co. KG, Germany through their 100% subsidiary M/s.
Karl Storz Endoscopy India Pvt. Ltd, B-100, Ground Floor, Naraina Iig_xdustrial Area, Phase — |, New Delhi
— 110 028, India, as having factory at Germany and shipping throug_fh authorized distributor M/s. Vishal
- Surgical Equipment Company Pvt. Ltd, , Melaram Complex, 23, Wallers Road, Chennai — 600 002.

This purchase is intended to be made with the belief that this equipment is a proprietary product of
its manufacturer and no other company manufacturer this equipment with the specifications laid down by
the Institute.

The documents on which this belief is based include:

I. A proposal submitted by M/s. Vishal Surgical Equipment Company Pvt. Ltd, Melaram
Complex, 23, Wallers Road, Chennai — 600 002.

2. The Proprietary Article Certificate submitted by experts.

3. The Proprietary Article Certificate submitted by the manufacturer.

4. Technical Specifications.

[

The above documents are being uploaded with this announcement for open information. Objections
and comments, if any, regarding the proprietary nature of the equipment are invited from manufacturers of
equipment similar to the one referred to in this notice, giving reference and date of this communication.
The comments should be sent by E-Mail to purchase.jipmer@gmail.com (Purchase Officer, Purchase
Section, Administrative Block, JIPMER) within 30 days (i.e. on or befor@%%bgﬁzwg@p to 04.00
PM), failing which it will be presumed that no other manufacturer makes similar equipment and the
Institute will proceed with purchase of the above equipment on proprietary basis.

OFFICER IN-CHARGE OF PURCHASE

Encl.: As above w9y s
Oificer In-Charge of Purchase
R 1 JIPMER _}
TR Puducherry 695006




Vishal Surgical Equipment Co. Pvt. Ltd.
"Melaram Complex"

23, Wallers Road, Chennai - 600 002, Indin.

Telephone : 91-44-28414664, 28418530

F-mail : vishalch@vishalsurgical.co.in

Tender No.GEM/2025/B/6575298 Date,20.08.2025

Ms.Karl Storz, Germany

S.No [CatNe _ |Description | Qty
1 {11575A Miniature Straight Forward Telescope 0°, diameter 1.3 mm, working 1

length 12 cm, semirigid, autoclavable, distal angle 5°, working channel
diameter 0.65 mm, irrigation channel diameter 0.25 mm, length 100
cm, remote eyepiece with fiber optic light ttansmission incorporated,
including Protective Tube 11520 P for use withy, - Stone Extractor
11575 K/1, - Guide Wire 745720 - Laser Probe

2 |11576A Miniature Straight Forward Telescope 0°, diameter 0.75 mm, working 1
length 16 em, semirigid, autoclavable, length 145 cm, with remote
eyepiece and light connection, LUER-Lock adaptor, fiber optic light
transmission incorporated, including Protective Tube 11576 P

3 J11583A Miniature Straight Forward Telescope 0°, diameter 1.6 mm, working 1
length 12 cm, semirigid, autoclavable, distal angle 5°, working channel
0.8 mm, irrigation channel 0.25 mm, length 140 cm, remote eyepiece
with fiber optic light transmission incorporated, for use with: - Stone
Extractor 11575 K/L - Guide Wire 745720 - Foreign Body Forceps
11583 'TJ - Biopsy Forceps 11583 ZJ - Laser Probe

4 (11573MB Micro Burr for Salivary Stones, diameter 0.38 mm, for use with 1
Miniature Straight Forward Telescopes 11573 A and 11582 A

5 111574MB Micro burr for salivary stones, 0,8 mm, for use with 11574/11583 1

6 |11576KG Operating Sheath, oval, diameter 1.1 mm and 0.8 mm, working length 5

16 cm, telescope channel diameter 0.9 mm, working channel diameter
0.65 mm, with 2 obturators, with lateral LUER-Lock adaptor for
irrigation, for use with Miniature Straight-Forward Telescope 11576 A
7 [11576KA Examination Sheath, diameter 1.1 mm, working length 16 cm, with 5
blunt obturator, with: lateral LUER-Lock adaptor for irrigation, for use
with Miniature Straight-Forward Telescope 11576 A

8 [745720 Guide Wire, diameter 0.6 mm, sterile, for single use, package of 10, for 1
, use with Bougies 745710 - 745713
9 {745725 Guide Wire, O.D. 0.4mm, for use with bougies 745808 / 745809 / 1 '
' 745710/ 745711 / 745712 / 745713 sterile, single use, package of 10
pieces
10 [745708 Bougie, O.D. 1 mm, for use with guide wire 745725 1
11 1745709 Bougie, O.D. 1,5 mm, for usé With gilide Wire 745725 1
12 1745710 Bougie, O.D. 2 mm, for use with gnide wire 745714 1
13 745711 Bougie, O.D. 2.5 mm, for use with guide wire 745714 1
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Vishal Surgical Equipment Co. Pvt. Lid.

"Meloram Complex”

23, Wallers Roed, Chennai - 600 002, Indic.
Telephone 91-44-28414664, 28418530
E-mail : vishalch@vishalsurgical.co.in

S.No |Cat No Description . Qty
14 1745712 Bougie, 0.D. 3 mm, for use with guide wire 745714 1
15 1745713 Bougie, O.D. 3.5 mm, for use with guide wire 745714 1
16 1745910 Dilator for Salivary Duet, length 14 cm 1
17 1745920 _{Dilator for salivary duct size 1 (@ 0,5-0,8mm), length 11,5cm 1
18 1745921 Dilator for salivary duct size 2 (€9 0,7- 1.0, icncrt 1.11,5cm 1
19 1745922 Dilator for salivary duct size 3 (03 0.9-1.2mm), length 11.5¢m 1
20 1745923 Dilator for salivary duet size 4 (9 1,0-1,6mm), lemgth [1.5¢m 1
21 [745924 Dilator for Salivary Duct, size 5, diameter 1.3 - 1.8 mm, length 11.5 1

‘ cm ' : :
22 1745847 Salivary Duct Probe, size 0000 ; " 1
23 1745848 Salivary Duct Probe, size 000 1
24 1745849 _{Salivary Duct Probe, size 00 1
25 1745850 Salivary Duect Probe, size 0 1
26 745851 Salivary Duct Probe, size 1 71
27 1745852 Salivary Duct Probe, size 2 1
28 1745853 Salivary Duct Probe, size 3 1
29 1745854 Salivary Duct Probe, size 4 1
30, [745855 Salivary Duct Probe, size 5 1
31 1745856 Salivary Duct Probe, size 6 1
32 1745857 Salivary Duct Probe, size 7 1
33 |745858 Salivary Duct Probe, size 8 1
34 {11582M Stosie Extractor, 4 wive basket, outer diameter 0,4 mam - 20
35 115737 Stone Extractor, diameter 0.6 mm, basket with 4 wires, tipless, handlc 1 20
' for fixation to éndoscope ‘
36 [11575K Stone Extractor, diameter 0.6 mm, baskot with 3 WlI’Cb, sterile, for 20
single use
37 11573M Stone Extractor, diameter 0.4 mm, basket thh 4 wires, handle for 20
{fixdtion to teléscope '
38 |11575L Stone Extractor, diameter 0.6 mm, basket with 6 wires, sterile, for 20
single use
39 |11573NP Stone Extractor, O.D. 0.4 mm, muzzle loader without hand piece, 3
basket with 4 wires, length 35 cm, sterile, for single use, package of 10
40 |11577KA Examination Sheath, diameter 1.3 mm, working length 16 cm, with 2
blunt obturator, with lateral LUER-Lock adaptor for irrigation, for use
with Miniature Straight-Forward Telescope 11577 A
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Vishal Surgical Equipment Co. Pvi. Lid.
“Melaram Complex”
23, Wallers Rood, Chennai - 600 002, India.
Telephone 91-44-28414664, 28418530
E-mail : vusholrh@wshulsurgxcal to.n

4 S,No |Cat No Description Qty
" 41 {11577KD Operating Sheath, oval, diameter 1.3 mm and 0.8 mm, working length 2

' 16 cm, telescope channel diameter 1.15 mm, working channel diameter
0.65 mm, with 2 obturators, with lateral LUER-Lock adaptor for
irrigation, for use with Miniature Straight Forward Telescope 11577 A

Full HD Camera System
Camera Head with Processor unit
TC100EN TELECAM C3 1
TH110 IMAGE] S™ HX ONE-CHIP FULL HD CAMERA HEAD, 50/60 HZ, ; 1
FIXED FOCUS, PROG RESSIVE SCAN, ‘SOAKABLE (GAS- AND ‘
PLASMA-STERILIZABLE, FOCAL LENGTH F =16 MM, 2 FREELY
PROGRAMMABLE CAMERA HEAD BUTTONS, FOR USE WITH .
IMAGE] X-LINK TC301, TELE PACK + AND TP101
Medical grade monitor

TM220 27" FULL HD Monitor, screen resolution 1920 x 1080, image format 16: 9 | 1
power supply 100 - 240 VAC, 50/60 Hz, 5 V DC output (1 A), VESA 100
daptor, Video inputs: 2x DVI, 1x 3G-SDI, 1x VGA, 1x S-Video, 1x Compos
te, Video outputs: 1x DV, 1x 3G:8DI, 1x Composite, including; 1x Exte nal
24 VDC Power Supply 1x Mains Cord 1x Cable Cover 4x Mounting Screw

98263F r\I(I/Iéomtor Stand, basic monitor stand, tiltable, rotation +/-30, disinfec table, | 1
color white, VESA 100 adaptor, for use with all monitors with V SA 100
adaptors
Light source with Fiber Optic Cable ot
20181401-1 Cold Light Fountam Power Lfi[) 175 SCB with integrated KARL STORZ»~ 1

SCB, high-performance LED and one KARL STORZ light outlet, power
supply 110 » 240 VAC, 50/60 Hz including: 400 A Mains Cord 20090170
SCR Connecting Cable

495NCSC Fiber Optic Light Cable, with straight connector, extremely heat-

resistant, with safety lock, diameter 4.8 mm, length 250 cm
Endoscopic Trolley and Sterlization Trays

1 Trolley { Indian Make) ‘ 1
2 UPS 3Kv (Indian Make) 1
3 (395022 Wire mash tray for cleaning, sterilization, transport and storage of
instruments. Including holeplate walls and fold away handles. External
dimensions (w x d x h): 480 x 250 x 60 mm. 1
39502( Lip for Wire mash tray 480 x 250 mm 1
391008 silicone mat "large diamond", blue, extra wide mashed, for storage of
instrumente in standard wire baskets plastic- container and sterilization-
container. AuBBenmaRe: 240 x 470 mm 1
39360A5 Silicone Tie-Downs for use with posts 39360 AP and 39100 PS Combination

Pack with 12 pes, 1




Vishal

Vishal Surgical Equipment Co. Pvi. Lid.

"Melaram Complex”

23, Wallers Road, Chennai - 600 002, India,
Telephone : 91-44-28414664, 28418530
E-mail : visholch@nishalsurgical.co.in

S.No iCat No

Description

Qty

39100Ps

12 Fixation post including screw and washer to screw in to Wire tray for
fixation of instruments, to be used with silicone tie-downs 39360AS. External-
dimensions W: 9 x 38 mm

4 1395027

Wire mash tray for cleaning, sterilization, transport and storage of instruments.
Including holeplate walls and fold away handles. External dimensions (w x d x
h): 480 x 250 % 60 mm,

39502L

Lip for Wire mash tray 480 x 250 mm

391005

silicone mat "large diamond”, blue, extra wide mashed, for storage of
instrumente in standard wire baskets plastic- container and sterilization-
container, Aulenmale: 240 x 470 mm

39360AS

Siticone Tie-Downs for use with posts 39360 AP and 39100 PS Combination
Pack with 12 pes, '

39100PS

12 Fixation post including screw and washer to screw in to Wire tray for
fisation of instruments, to be nsed with silicone tie-downs 39360AS. External
dimensions W: 9 x 38 mm

For Vishal Surgical Eq.Co.Pvt.Ltd

Q}AW

Director
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DEPARTMENT OF ENT, JIPMER, PUDUCHERRY - 605 006

MINUTES OF MEETING

TECHNICAL BID EVALUATION COMMITTEE of GeM Bid No:GEM/2025/B/6575298, Dated:
20.08.2025 for procurement of ERRC Approved 2025-26 Item Sial Endoscopy System ~ | No. under GeM
product category (Custom bid) with an estimated total purchase value of ¢ 50.00.000/- has held in the
Department of ENT on 04.10.2025 at 11:15 AM.

The following bidder participated in the GeM bid;

S.No | Bidder Make/ Model Status
[ VISHAL SURGICAL EQUIPMENT STORZ KARL STORZ - QUALIFIED
j COMPANY PRIVATE LIMITED | ENDOSKOPE/ Sial endoscopy
system

The proprietary nature of items have been veritied and confirm. The members of the TBEC scrutinized
above bidder has QUALIFIED and eligible for GTE purchase preference under GeM product
category as Custom bid and accepted all the technical specification. 3

&

S.NO. | NAME AND DESIGNATION MEMBERS
B Dr. Manu Malhotra, Professor & HOD of ENT, ATIMS, | Member ( fxternal Expert )
Rishikesh Y
el Sl
N
2. Dr. Sourabha Kumar Patro; Assoc. Professor of ENT,,,M/ember( External Expert )
PGIMER, Chandigarh, \a
5 ¢
I\
o
3. Sivakumar. D, Senoir Store Officer, JIPMER, Puducherry | Special Invitees {Interhal)
X
N
4 Dr. Sivaraman. a, Member-Sceretary
HOD & Addl. Professor of ENT, JIPMER, Puducherry. » e
/(/”z ﬁﬁﬁﬁ
o Y ; v
e BN A . e P -~ ) ’\/
5l oS By H ‘j/\‘\\
MEDICAL SUPERINTENDENT OFFICER INsS€HARGE/SSO
CHAIRMAN & O PURCHAS uSE(éI‘IIvON
: - o . - 3 . VAKUMAR
Ag. MEDICAL SUPERINTENDENT aRe 75y SRR Senior Stores Officer
T o § . \ S . i
FAFTT fafrear svefia A @t JPMER Puducherry 6
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KARL STORZ - ENDOSKOPE

KARL STORZ Endoscopy India Pvt. Ltd,
B-100, Ground Floar

Naraina Industrial Area, Phase-|

New Delhi - 110 028

INDIA

Your ref Date of your istipr

PROPRIETARY CERTIFICATE

Cur red.

Date

July Vih, 2023

This s to ceriify that M/S KARL STORZ SE & Co. KG, Dr-Kar-Storz-Str 34 D-78532 Tutthngen,
Germany is the fegal holders of Propristary Rights of SIALENDOSCOPE brand and manufaciurer of

SIALENDSCQOPE and its accessoriss,

The design and specifications of SIALENDOSCOPE & its accessares rangs are exclusive rights of

M/IS KARL STORZ 8E & Co KG. Tutilingen. Germany and are compatible with existing KARL

STORZ equipment. Use of any other make spares and accessories may damage the original

aqguipment and may hamper patient cars,

Thanking you,
For and on behalf of
KARL STORZ S & CO. KG

Authorized Signatory

;/ ’ 'AHA&
.0
s (\J/ L s,

Aranna Lucheront, LL&M.
Senior P Counsel




Vishal Surgical Equipment Co. Pvt. Lid.

“Melaram Complex”

23, Wallers Road, Chennai - 600 002, India.
Telanhone 91-44- 28414664, 78418530
E-mail ; vishalch@vishalsurgical.co.in

Technical Complaince Stateraemnt

Tender No.GEM/2025/B/6575298 Date.20.08.2025

Confirmation/

S.Ne Tender bpemﬁcamn
s ; |Deviation.
1 Mmlature Straught I*orward Telescope 0°, dlamcter L.3mm, Working Iength Confirmed .~
12¢m, Semirigid, autoclavable, distal angle 5°, working channel 0.65mm,
irrigation channel diameter 0.25mm, length 100cm, remote eyepiece with fiber
optic light transmission incorperated, Including Protective tube - 1 No
2 |Miniature Straight Forward Telescope 0°, diameter 0.75mm, Working length  [Confirmed -
16cm, Semirigid, autoclavable ength 145¢m, remote eyepicce and light
connection, LUER-Lock adaptor, fiber optic light transmission incorporated,
_thncluding Protective tube - 1 No s
3 |Miniature Straight Forward Telescope 0°, diameter 1.6mm, Workmg length Confirmed -
12em, Semirigid, autoclavable, distal angle 5°, working channel diameter-
. 0.8mm Img,atlon channel diameter 0.25mm, length 140cm, remote cyepiece
with fibre optic light transmission incorporated - 1 No :
Miero Burr for salivary stones, diameter 0.38mm for use with miniature stmmj Conﬁrmed ~
4 Jforward telescope - 1 No ; ;
Micro Burr for salivary stones, diameter 0.8mm for use with mimature straight |Confirmed e
5 [forward telescope - 1 No. ;
6 |Operating sheath 1.1mm and 0.8mm,6¢m - 5 No Confirmed .~
7 |Examination sheath |.1mm,16cm -5 no Confirmed -~
8 Guide wire, Diameter 0.6mm - 10no Confirmed ~~
9 __|Guide wire, Diameter 0.4mm -~ 10no Confirmed ™
10 |Bougie, O,D,I mm Confirmed -~
11 |Bougie, O,D,.1.5 mm Confirmed ~~
12 |Bougie, O.D,.2 mm Confirmed.~
13 |Bougie, 0,D,.2.5 mm Confirmed .~
14 |Bougie, O,D,.3 mm Confirmed - -
15 |Bougie, O,D,.3.5 mm Confirmed .~
16 |Dilator for Salivary Duct, 14cm Confirmed -
17 |Balivary Duct dilator size 1, diameter 0.5-0.8mm Confirmed /
18 [Salivary Duct dilator size 2, diameter 0.7- 1mm Confirmed
19 |Salivary Duct dilator size 3, diameter 0.9-1.2mm Confirmed”
20 |Salivary Duet dilator size 4, diameter 1-1.6mm Confirmed~
21 |Salivary Duct dilator size 5, diameter 1-1.8mm Confirmed~"
22 |Balivary Duct Probe, Size 0000 Confirmed.”
23 [Salivary Duct Probe, Size 000 Confirmed
24 [Salivary Duct Probe, Size 00 Confirmed~"
25 ISalivary Duct Probe, Size 0 Confirmed.~"
26 |Salivary Duct Probe, Size 1 Confirmed”
27 |3alivary Duct Probe, Size 2 {Confirmed.~
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"Melaram Complex”

23, Wallers Road, Chennai - 600 002, Indio.
Telephone : 91-44-28414664, 28418530
F-mail : vishalch@vishalsurgizal.co.in

Visha! Surgical Equipment Co. Pvt. Ltd.

S.No |Tender Specification : Confirmation/
o = ‘ ~{Deviation.
28 |Salivary Duct Probe, Size 3 . . , : Confirmed ~
29 |Salivary Duct Probe, Size 4 . Confirmed 7
30 [Salivary Duct Probe, Size 5 e - |confirmed
31 [8alivary Duct Probe, Size 6 , Confirmed
32 [Salivary Duct Probe, Size 7 Confirmed
33 {Salivary Duct Probe, Size § Confirmed
34 |Stone Extractor 0.4mm, 4 wires - 20 gty Confirmed”
35 |Stone Extractor §.6mm, 4 wires - 20 gty Confirmed
36 |Stone Extractor 0.6mm, Sterile 3 wires ~ 20 gty Confirmed”

Stone Extractor 0.4mm, basket with 4 wires, handle for fixation to endoscope  |Confirmed -
37 [single use sterile - 20qty , -
38 |Stonc Extractor 0.6mm, basket with 6 wires,Sterilic Singlc use ~ 20qty Confirmed ~
Stone Extractor front loading without handle, 0.4mm basket with @ wires length | Confirmed

39 |35cm -3 gty

40 iExamination sheath 1.3mm, l6cm - 2 qty Confirmed
41 _|Operating Sheath [.3/0.8mm,16cm - 2 gty Confirmed

All the accessories should be made out of medic) grade stainless steel 316L or  |Confirmed /
42 13010

Specification of Full HD Camera System Confirmed
Camera system for Visualisation Unit and Camera Head Confirmed

1. The System should have the Full HD Resolution 19201080 Internal medioal Confirmed -
grade recorder for Capaturing Full HD Videos and full HD stills with storage 'd
capacity internal of SO0GB or External Medical grade recorder should be
provide form the same manufacturer

2. System should have facility of controlling the recording device form the Confirmed -
camera head

3. Video scope can be connected to the same Confirmed «
4. The camera system should be able to provide with 1080 pixel lines for HD Confirmed
resohution image ’
Technical Specification Confirmed
1. hinage Sensor; CMOS , Confirmed,.
2. Automatic Gain controller microprocessor controller Confirmed
3. Control butions: 3 (2 of them freely programmable) Confirmed~
4. Input: Keyboard input for character generator Confirmed~”
5. Power supply: 100-240 VAC 50/60HZ. ‘ Confirmed”
6. Certified to IEC601-1,601-2-18, CSA 22.2 No.601, UL 2601 and CE Confirmed”
according to MDD, Protection calss I/CF

High Definition Medical Grade Monitor Confirmed
The Monitor should have Confirmed,~
LHDTYV Display in Original 16:9 format Confirmed ~~
2.1080p/ 50& 1080 p/60 display possible Confirmed
3. LED Crystal display Confirmed

i;Fage 2of 3 “
S ‘?k P T



Vishal Surgical Equipment Co. Pvi. Lid.
“Melaram Complex”
23, Wallers Raed, Channai - 600 002, india,

@ v oo h _— l Telephane : 91-44-28414664, 28418530
’ s a E-mail : visholch@vishalsurgical.co.in
@
S.No [Tender Specification Confirmation/

i o : ) ' |Deviation
4. Should have atleast minimum resloution of 1920x1080 . : ~{Confirmed~”
S. Screen diagonal diameter - 27 inches or more Confirmeds”
6. Desktop with pedestal ! Confirmed~” '
7. Should have facility of PIP Mode Confitfied”
8. Accessories External 24VDC power supply, main cord pedestal Confirmed”
9. Certified to EN60601-1 Protection class IPX 1 Confirmed””
LED f{,i;g'ht Source with Fibre Optic eable , Confirmed”
1. Colour temiparature 6400k ~ Confirmed”
2. Inbuilt or External ~ {Confirmed”
3.Light Outlets - | : Confirmed -~
4. Light Intensity adjustment: Continously adjustable manually and ; Confirmed
automatically by cameras video output signal, ;
5. Should be supplied with fiberoptic cable diameter 4.8mm, [ength 250cm Confirmed <~
G, Certified to IEC6G1-1,601-2-18,UL 544 and CE according to MDD, Confirmed .~
Protection ¢alss VCF ;

. Endoscopic Trolley and Sterlization Trays Confirmed.~
I. Endoscopic Trolley Compatible with the above system from the systems Confirmed,~
should be provided, ; ; ;
2. UPS 3kv online with inbuilt battery ‘ Confirmed  _~
3. Metal tray for sterlization and storage of salivary duct probes and dilators Confirmed -
perforated lid with silicon bride size:178x 135x37mm-1No
4.Metal tray for sterlization and storage of minature Straight forward telescopes |Confirmed -
as mentioned above perforated lid with silicone bridge size with port for
irrigation adaptor - 3 Nos ‘ , I
Warranty B , Confirmed
Warranty for 3 years followed by 7 years CMC : Confirmed .~

For Vishal Surgical Eq.Co.Pvt.Ltd

(™

Director
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