Title of the project: Study on genome wide analysis of submicroscopic genetic aberrations in

children with idiopathic intellectual disability/multiple congenital anomalies

Dr. Reena Gulati Department of Pediatrics

Associate Professor JIPMER,

Principal Investigator, Puducherry — 605 006

DBT/GWAS Research Project Email: g97rina@gmail.com

No. JIP/PED/DBT/GWAS/2015-16/ Benchtop Refrigerated Centrifuge Dated: 21.1.2015
To,

Dear Sir(s),

Sub: Supply of BENCHTOP REFRIGERATED CENTRIFUGE: limited tender invited — regarding.

Please quote your lowest rates for the supply of BENCHTOP REFRIGERATED CENTRIFUGE as per the

list given overleaf, subject to the following terms and conditions:
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Rates should be quoted only for the items which are available in stock and can be supplied immediately on receipt of
order.

Only 5% C.S.T is applicable to other states.

No insurance charges are payable as per the rules in the Government. As such, the firms before quoting should take into
consideration all the risks in the transit and then furnish limited tender which should cover insurance charges also. If
any point is raised as regards insurance charges after orders are issued, the same will not be entertained and the firms
thereafter should affect the supply at their own cost.

Rates should be quoted F.O.R Pondicherry/ CIF Chennai airport. Extra packing, forwarding charges etc. should not be
quoted.

Delivery is required urgently. Tenders should state the guaranteed delivery period they can offer. As the delivery date is
the essence of the contract, this should be strictly adhered to by the successful tender.

No supply, which is not according to the specifications and not meeting our requirement, will be accepted.

The director shall have the right of rejecting the limited tender in whole or part without assigning any reason thereof.

In case of high precision instruments the firms should give a guarantee certificate for their satisfactory performance.
Limited tender should be sent only by certificate of posting. Hand quotations are not accepted.

Brand name, Model as applicable is to be mentioned for every item quoted.

The firms participating in the limited quotation must have registered with the purchase section of JIPMER before
last day to submission. If not, the firms may be registered before quoting their rates. Quotations from
unregistered firms will not be accepted. For more details in this regard please see “Tender” section of JIPMER
website: www.jipmer.edu.in

Limited tender quotation should be in the name of Dr. Reena Gulati, Associate Professor, Department of Pediatrics,
JIPMER, Dhanvantari Nagar, Pondicherry — 605 006, India.

Please furnish your limited tender in a sealed cover superscribing as:

Limited tender for Supply of BENCHTOP REFRIGERATED CENTRIFUGE

Eng. No. JIP/PED/DBT/GWAS/2015-16/ Benchtop Refrigerated Centrifuge , dated 21.1.2015

The Principal Investigator, DBT/GWAS Research Project, Department of Pediatrics, JIPMER,

Pondicherry - 605 006.

Due date: February 4, 2015

Limited tender should reach this office on or before February 4, 2015 by 4:00 pm. Tender received after the
due date will summarily be rejected.

Yours truly,

(Dr.Reena Gulati)



JAWAHARLAL INSTITUTEOF POST GRADUATE MEDICAL
EDUCATION AND RESEARCH, PUDUCHERRY-605006

SPECIFICATIONS FOR BENCHTOP REFRIGERATED CENTRIFUGE

Operational requirements

e The compact refrigerated benchtop centrifuge with keypad for multipurpose applications.
e The centrifuge with High centrifugation speed of up to 30,130 x g (18000 rpm) and
Exceptional versatility with upto 2 different rotors.

Technical specifications

e Smallest micro-centrifuge with plate rotor.

e Continuous cooling system to keep the temperature constant after the run to ensure
samples safety.

e The system should have ECO-shut off of the compressor (adjustable in regards to time of
non-use) for a lower energy consumption.

e The instrument should have program/function for achieving required temperature in
shortest possible time.

e The instrument should have program/function for programmable pre-cooling by day and
time.

e The system should have Quick Lock system for easy rotor lid opening and closing.

e The centrifugation system with Automatic rotor recognition and should have option for
Automatic lid opening following application sequence.

e The instrument memory should be capable of storing upto 50 routine programs.

e The instrument should have > 5 program keys for convenient access to routine programs

e The instrument’s maximum rcf should be 30,130 x g, maximum rpm 18000 rpm

e The acceleration time to maximum speed should be around 14 s with specific rotor.

e Braking time from maximum speed should be around 15s with specific rotor.

e Temperature range between -11°C to +40°C.

e Should maintain + 4°C at maximum speed with all rotors.

e Maximum noise level attained should be <54 dB (A).

e Time settings should be between 30 s to 99:59 h, with continuous run.

e The instrument dimensions: small footprint (approx. W x D x H) 33 x 42 x 25 cm to 38 x
64 x 29 cm.

e The instrument weight without rotor should be light-weight at around 55-60 kg.



Accessories to be provided at no extra cost

e Rotor for 30 x 1.5/2.0 mL tubes including rotor lid (max. 20,817 x g /14,000 rpm) — 1
no.
e Rotor and adapter for 6 x 15/50 mL conical tubes (max. 7,745 x g /8000 rpm) — 1 no.

Other Accessories
e 1. Appropriate UPS to support the function of the equipment with more than one hour
backup.

Environmental factors
e The unit shall be capable of operating continuously in ambient temperature of 10-40° C
and relative humidity of 15-90%
e The unit shall be capable of being stored continuously in ambient temperature of 10-50°
C and relative humidity of 15-90%

Standards and safety

e Should be FDA/CE/BIS approved product.
e Electrical safety conforms to standards for electrical safety IEC-60601/1S-13450
e Manufacturer should have ISO certification for quality standards.

Warranty

e The equipment and all accessories should be under WARRANTY for a period of THREE
YEARS after successful commissioning.

e All essential spare parts, PC boards and service manuals should be available with the
local services during WARRANTY period and all steps should be taken for immediate
servicing to prevent the down-time of the equipment.

e All spare parts should be available with the supplier or principals for a period of 10 years.

Annual Maintenance Contract

e The Annual maintenance Contract rates for a period of 5 years after the warranty period
should be quoted separately and this would be taken into consideration in comparing the
price bids.

e Annual Maintenance Contract should include preventive maintenance and breakdown
calls. A copy of service manual should be available with local service centre.



